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§26.01-1

States. “‘Plastic’” and ‘‘garbage’ are defined
in 33 CFR 151.05.

[CGD 88-002A, 56 FR 8880, Mar. 1, 1991]

PART 26—OPERATIONS

Subpart 26.01—Application

Sec.
26.01-1 Applicable to all vessels.

Subpart 26.03—Special Operating
Requirements

26.03-1 Safety orientation.

26.03-2 Emergency instructions.
26.03-5 Action required after accident.
26.03-10 Signaling light.

Subpart 26.08—Notice and Reporting of
Casualty and Voyage Records

26.08-1 Notice and reporting of casualty and
voyage records.

Subpart 26.10—Assessment, Collection,
Mitigation, Remission of Fines or Penalties

26.10-1 General.
26.10-5 Procedures.

Subpart 26.15—Boarding

26.15-1 May board at any time.

Subpart 26.20—Exhibition of Motorboat
Operator’s License

26.20-1 Must be available.
Subpart 26.25—[Reserved]
Subpart 26.30—Work Vest

26.30-1 Approved unicellular plastic foam
work vests.

26.30-5 Use.

26.30-10 Stowage.

AUTHORITY: 46 U.S.C. 3306, 4104, 6101, 8105;
E.O. 12234, 45 FR 58801, 3 CFR, 1980 Comp., p.
277.; 49 CFR 1.46.

SOURCE: CGFR 65-50, 30 FR 16656, Dec. 30,
1965, unless otherwise noted.

Subpart 26.01—Application

§26.01-1 Applicable to all vessels.

(@) The provisions of this part shall
apply to all vessels except as specifi-
cally noted.

46 CFR Ch. | (10-1-96 Edition)

Subpart 26.03—Special Operating
Requirements

§26.03-1 Safety orientation.

(a) Before getting underway in any
vessel carrying 6 or fewer passengers
for hire, the operator in charge shall
ensure that suitable public announce-
ments, instructive placards or both are
provided in a manner which affords all
passengers the opportunity to become
acquainted with:

(1) Stowage locations of life preserv-
ers;

(2) Proper method of donning and ad-
justing life preservers of the type(s)
carried on the vessel;

(3) The type and location of all life-
saving devices carried on the vessel;
and

(4) The location and contents of the
Emergency Checkoff List required by
§26.03-2.

(b) Vessels subject to this subpart en-
gaged in tender service at yacht clubs
and marinas, and vessels being dem-
onstrated for a potential purchaser by
a yacht broker, are excluded from the
requirements of §26.03-1 and §26.03-2.

[CGD 78-009, 45 FR 11109, Feb. 19, 1980]

§26.03-2 Emergency instructions.

(a) The operator in charge of each
vessel carrying 6 or fewer passengers
for hire shall ensure than an emer-
gency checkoff list is posted in a con-
spicuous, continuously accessible place
to serve as a notice to the passengers
and a reminder to the crew of pre-
cautionary measures which may be
necessary in the event of an emergency
situation.

(b) Except where any part of the
emergency instructions are deemed un-
necessary by the Officer in Charge, Ma-
rine Inspection, the emergency check-
off list must contain not less than the
applicable portions of the sample emer-
gency checkoff list which follows:

SAMPLE EMERGENCY CHECKOFF LIST

Measures to be considered in the event of:
(a) Rough weather at sea or crossing hazard-
ous bars.

O All weathertight and watertight doors,
hatches and airports closed to prevent
taking water aboard.

O Bilges kept dry to prevent loss of stabil-

ity.
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